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Nomad Lubricants are made in ONE OF THE BIGGEST FACTORIES 
IN THE MIDDLE EAST. 

Nomad is a DYNAMIC brand which has been on the lubricants market 
for over 20 YEARS. It is manufactured under high QUALITY CON-
TROL and using the most modern equipment.  Nomad Lubricants has 
gone a MODERNIZATION process in 2018 with an upgrade of all 
products specifications and an EXPANSION of the range of products. 

The Nomad product range includes today more than 150 PRODUCTS 
including engine oils and fluids such as petrol and diesel engine oils, spe-
cial transmission fluids, car care products, industrial lubricants and more. 
Nomad Lubricants has gained the CONFIDENCE of millions of the 
industry professionals that confirmed the high quality of its products as 
well as their COMPLIANCE with the requirements of engine makers 
and approving institutes. The other advantage of Nomad Lubricants is it’s 
FAIR PRICE for the high quality it is delivering, not to mention the 
SHORT DELIVERY time. 

Join Nomad Lubricants GLOBAL DISTRIBUTION NETWORK 
and be part of the MOVEMENT.

NOMAD, KEEPS YOU MOVING ™
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NOVO

Nomad NOVO iono SAE 0W20 is a very high performance, ultra-low 
viscosity �uid, fully synthetic lubricant for gasoline and hybridengines, 
including the ones complying with ACEA C5 standard. Nomad NOVO 
iono 0W20 is formulated to helps to increase engine ef�ciency and 
improve fuel economy bene�ts, while providing outstanding overall 
engine protection.This product meets or exceeds the requirements of 
the latest ACEA industry speci�cations for petrol and hybrid engine oils, 
as well as the requirements of many major Europeans engine manufac-
turers. Suitable for use in passenger cars.

Nomad Novo iono SAE 0W20 ACEA C5, API SP

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt
Viscosity @ 40°C, cSt
Viscosity Index

HTHS Viscosity 150 C, mPA.s
Cold Crank Simulator, cP

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Pour Point, °C

Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D445
ASTM D2270

ASTM D5293 6,200 @ -35 C
183

0.837
8.1
40

-45
230

8

2.7
ASTM D97
ASTM D92

ASTM D2896

Speci�cations : ACEA C5; API SP and RC; API SN Plus and RC; 
ILSAC GF-6A & GF-5; BMW LL17FE+ (BMW LL14FE+ backward compatible); 
MB 229.71; VW 508.00/509.00; Porsche C20; RN17FE; Volvo VCC RBS0-2AE 
0W-20; Opel Vauxhall OV 0401547; Ford WSS-M2C947-B1; Ford 
WSS-M2C962-A1; Jaguar STJLR.03.5006-16; Jaguar STJLR.51.5122; Land 
Rover STJLR.51.5122; Fiat 9.55535-GSX; Chrysler MS-12145 

Nomad Novo iono SAE 0W16 is a very high performance, ultra-low 
viscosity �uid, fully synthetic lubricant for gasoline and hybridengines, 
including the ones complying twith ILSAC GF-6B standard. Nomad 
NOVO iono 0W16 is formulated to helps to increase engine ef�ciency 
and improve fuel economy bene�ts, while providing outstanding overall 
engine protection.This product meets or exceeds the requirements of 
the latest API and ILSAC industry speci�cations for petrol and hybrid 
engine oils, as well as the requirements of many major American engine 
manufacturers. Suitable for use in passenger cars.

Nomad Novo iono SAE 0W16 API SP, ILSAC GF-6B

Speci�cations : API SP and RC; API SN and RC; API SN Plus and RC; ILSAC 
GF-6B; GM dexos1™ Gen 2

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

HTHS Viscosity 150 C, mPA.s

Cold Crank Simulator, cP

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445
ASTM Ds293

ASTM D97
ASTM D92

ASTM D2896

-50
2.7

8
230

PROTECTION
LSPI BIOFUEL

COMPATIBLE

 ALSO RECOMMENDED

FOR HYBRIDS

FORMULATED PROTECTION
LSPI BIOFUEL

COMPATIBLE

 ALSO RECOMMENDED

FOR HYBRIDS
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Nomad Novo 9000 Green SAE 5W30 ACEA C2/C3
Meets and exceeds: ACEA C2/C3; API SP; API SN; API SN Plus; MB 229.31/229.51/229.52 (approval) ; BMW LL04; dexos 2; Renault RN0700; 
Renault RN0710; RN17 level; VW 504.00/507.00 (approval); Porsche C30; Fiat 9.55535-S3; Ford WSS-M2C917-A; PSA B71 2290; PSA B71 2297;

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Cold Crank Simulator, cP
HTHS Viscosity 150°C, mPa.s 
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293

ASTM D97
ASTM D92

ASTM D2896

Nomad Novo 9000 Green SAE 5W40 ACEA C3
Meets and exceeds: ACEA C3 (A3/B4 backward compatible); API SP; API SN; API SN Plus; MB 229.31/229.51; BMW LL04; dexos 2; Porsche A40;
Renault RN0700; Renault RN0710; VW 502.00/505.00; Fiat 9.55535-S2; Ford WSS-M2C917-A; PSA B71 2296

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Cold Crank Simulator, cP
HTHS Viscosity 150°C, mPa.s 
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293

ASTM D97
ASTM D92

ASTM D2896

0.855

14.5

170

90

<6,600 @ -30 °C
3.50
-39
230

8

0.850

12.1

164

72.8

6,600 @ -30 °C
3.58
-45
254

8

0.846

12.2

165

67.8

6,200 @ -35 °C

3.50
-45
250

8

0.850

11.8

165

67

5,800 @ -30 °C

2.70
-35
230
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Nomad Novo 9000 Green SAE 0W30 ACEA C2/C3
Meets and exceeds: ACEA C2/C3; API SP; API SN; API SN Plus; MB 229.31/229.51/229.52; BMW LL04; dexos 2; Renault 
RN0700; Renault RN0710; VW 504.00/507.00; Porsche C30; PSA B71 2390-2014; PSA B71 2312-2017; Fiat 9.55535-DS1; Fiat 9.55535-GS1

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Cold Crank Simulator, cP
HTHS Viscosity 150°C, mPa.s 
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293

ASTM D97
ASTM D92

ASTM D2896

Nomad Novo Specific SAE 5W30 ACEA C4
Meets and exceeds: ACEA C4, C3, Renault RN0720, MB 229.31, 229.51, 226.51, Fiat 9.55535-S4

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Cold Crank Simulator, cP
HTHS Viscosity 150°C, mPa.s 
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293

ASTM D97
ASTM D92

ASTM D2896
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Nomad Novo 9000 SAE 0W40 API SN PLUS ACEA A3/B4

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.847

13

75

176
<6,200 @ -35°C

-45
>230

9

Nomad Novo 9000 SAE 5W30 API SP ILSAC GF-6A
Meets and exceeds: API SP and RC; API SN and RC; API SN Plus and RC; API SN/CF; ILSAC GF-5; ILSAC GF-6A; GM 
dexos1™ Gen 2; ACEA A1/B1

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.854

10.5

60
≥150

<6,600 @ -30°C
-36

>230
9

Nomad Novo 9000 SAE 5W20 API SP ILSAC GF-6A
Meets and exceeds: API SP and RC; API SN and RC; API SN Plus and RC; ILSAC GF-5; ILSAC GF-6A; Ford WSS-M2C945-A; Ford WSSM2C945-B1;
Ford WSS-M2C960-A1; Ford WSS-M2C930-A; GM 6094M; Chrysler MS-6395; GM dexos1™ Gen 2; ACEA A1/B1

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.850

6.5

36
≥140

<6,200 @ -35°C
-36

>230
9

Nomad Novo 9000 SAE 0W20 API SP ILSAC GF-6A
Meets and exceeds: API SP and RC; API SN and RC; API SN Plus and RC; ILSAC GF-5; ILSAC GF-6A; Ford WSS-M2C947-A; Ford WSS-M2C947-B1; 
FORD WSS-M2C962-A1; GM 6094M; GM dexos1™ Gen 2; ACEA A1/B1

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.850

7.5

40

158
<6,200 @ -35°C

-45
>230

9

NOVO
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Meets and exceeds: ACEA A3/B4; API SN PLUS; MB 229.3/229.5; BMW LL01; Porsche A40; VW 502.00/505.00; 
PSA B71 2296; Renault RN0700; Renault RN0710



7

NOVO

7

Nomad Novo 9000 SAE 5W40 API SN PLUS ACEA A3/B4
Meets and exceeds: ACEA A3/B4; API SN PLUS; MB 229.3/229.5; BMW LL01; Porsche A40; VW 502.00/505.00; 
PSA B71 2296; Renault RN0700; Renault RN0710

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.855

14.5

90
≥165

<6,600 @ -30°C
-36

>230
9

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Nomad Novo 8000 SAE 10W30 API SN PLUS ACEA A1/B1
Meets and exceeds: API SN PLUS; ACEA A1/B1

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.870

10.5

143

69

<7,000 @ -25 °C

-33
>230

9

Nomad Novo 8000 SAE 10W40 API SN PLUS ACEA A3/B4
Meets and exceeds: API SN PLUS; ACEA A3/B4

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.874

14.5

160

97

<7,000 @ -25 °C

-25
>230

10
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Nomad Novo 7000 SAE 10W30 API SL/CF, ACEA A1/B1
Meets and exceeds: API SL / CF; ACEA A1/B1

AVAILABLE PACKS

1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

140
<7,000 @ -25°C

-30
220
10

0.870
11.5
76

Nomad Novo 7000 SAE 10W40 API SL/CF, ACEA A4/B4
Meets and exceeds: API SL / CF; ACEA A3/B4

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

160
<7,000 @ -25°C

-25
230
10

0.874

14.5

97

Nomad Novo 7000 SAE 15W40 API SL/CF, ACEA A1/B1
Meets and exceeds: API SL / CF; ACEA A1/B1

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

135
<7,000 @ -20°C

-27
230
10

0.889

15.8

122

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

Nomad Novo 7000 SAE 20W50 API SL/CF, ACEA A1/B1
Meets and exceeds: API SL / CF; ACEA A1/B4

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

132
<9,500 @ -15°C

-27
235
10

0.890

18.8

160

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896
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Nomad Artax Verde SAE 10W30 API CK-4/SN, ACEA E9

Nomad Artax VERDE CK-4 is an advanced fully synthetic 
heavy-duty diesel engine oil that helps extend engine life while 
providing long drain capability and potential fuel economy for 
modern diesel engines operating in severe applications. This 
product is formulated to deliver exceptional performance in 
modern and older hard-working engines. Nomad Artax VERDE 
is formulated to reduce pollutant emissions, such as HC, NOx, 
CO and particles and to protect and ensure longevity of post 
treatment anti-pollution systems, such as particulate �lters (GPF, 
DPF) and three-way catalysts.
 
Nomad Artax VERDE CK-4 oils replace CJ-4 oils with the same 
viscosity  grades  and  oil  types  ( mineral /  semi - synthetic / 
full-synthetic) and are backwards compatible down to CF-4 oils

This product meets or exceeds the requirements of the latest API 
and ACEA industry speci�cations for diesel engine oils, as well 
as the requirements of many major American, and European 
engine manufacturers.

Available in SAE viscosity grades : 5W30, 10W30, 10W40 and 
15W40

Speci�cations : API CK-4/SN, CJ-4/CI-4; ACEA E6-12,
E7-12, E9-12; MB 228.51, 228.31; MAN M3477, M3677; MTU-
Type 3.1; VOLVO VDS-4.5, VDS-4; Mack EO-O PremiumPlus; 
Renault Trucks RLD-3; Cummins CES 20081,20086; Caterpillar 
ECF-3; DEUTZ DQC III-IV LA; DDC93K218, 93K222 

Nomad Artax Verde FE SAE 5W30 API FA-4

Nomad Artax VERDE FE FA-4 is an advanced fully synthetic 
heavy-duty diesel engine oil. It is lower in viscosity grades to help 
maximize fuel economy without compromising durability for next 
generation engines. However, Nomad Artax VERDE FE FA-4 is 
limited in backwards compatibility. Designed to provide 
optimized fuel economy for 2017 engines and beyond that are 
designed to capitalize on these improvements.

This product meets or exceeds the requirements of the latest API 
and ACEA industry speci�cations for diesel engine oils, as well 
as the requirements of many major American, and European 
engine manufacturers.

Available in SAE viscosity grades : 5W30 and 10W30

Speci�cations : API FA-4 ; CES 20087 ; DDC 93K223

FUEL
ECONOMY

LONG
LIFELOW

EMMISSION
FULLY
SYNTHETIC

API CK- 4
DIRECT REPLACEMENT
FOR YOUR CURRENT OIL

FOR LATEST GENERATION ENGINES.

FUEL
ECONOMY

LONG
LIFELOW

EMMISSION
FULLY
SYNTHETIC

API FA- 4
LIMITED COMPATIBILITY,
CHECK MANUAL FOR
RECOMMENDED OIL.

NEW



Renault RN0700; Renault RN0710
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Nomad Artax Verde SAE 15W40 API CK-4/SN, ACEA E9
Meets and exceeds: API CK-4/SN, CJ-4/CI-4; ACEA E6-12, E7-12, E9-12;

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

140
<7,000 @ -20°C

-35
230
10

0.875
15

120

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

Nomad Artax Verde SAE 10W40 API CK-4/SN, ACEA E9
Meets and exceeds: API CK-4/SN, CJ-4/CI-4; ACEA E6-12, E7-12, E9-12; MB 228.51, 228.31; MAN M3477, M3677; MTU Type 3.1; 
VOLVO VDS-4.5, VDS-4; Mack EO-O Premium Plus; Renault Trucks RLD-3; Cummins CES 20081, 20086; Caterpillar ECF-3; 
DEUTZ DQC III-IV LA; DDC 93K218, 93K222

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

165
<7,000 @ -25°C

-40
230 min.

10

0.855
12

68.5

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

Nomad Artax Verde SAE 10W30 API CK-4/SN, ACEA E9
Meets and exceeds: API CK-4/SN, CJ-4/CI-4; ACEA E6-12, E7-12, E9-12; MB 228.51, 228.31; MAN M3477, M3677; MTU Type 3.1; 
VOLVO VDS-4.5, VDS-4; Mack EO-O Premium Plus; Renault Trucks RLD-3; Cummins CES 20081, 20086; Caterpillar ECF-3; 
DEUTZ DQC III-IV LA; DDC 93K218, 93K222

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

150 min.
<7,000 @ -25°C

-40
230 min.

10

0.855
10.5
60

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

Nomad Artax Verde SAE 5W30 API CK-4/SN, ACEA E9
Meets and exceeds: API CK-4/SN, CJ-4/CI-4; ACEA E6-12, E7-12, E9-12; MB 228.51, 228.31; MAN M3477, M3677; MTU Type 3.1;
VOLVO VDS-4.5, VDS-4; Mack EO-O Premium Plus; Renault Trucks RLD-3; Cummins CES 20081, 20086; Caterpillar ECF-3; 
DEUTZ DQC III-IV LA; DDC 93K218, 93K222

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

150 min.
<6,600 @ -30°C

-40
230 min.

10

0.855
10.5
60
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AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.868

13.5

89
145

<7,000 @ -25°C
-35

>230
11

Nomad Artax XT SAE 10W40 API CI-4/SL, ACEA E7
Meets and exceeds: ACEA E7-12 (2012); ACEA A3/B4-12 (2012) ; API CI-4 ; API CH-4 ; API CG-4; API CF-4; API CF; API SL; MB-Approval 
228.3; MB-Approval 229.1; Volvo VDS-3; Renault Truck RLD-2; Mack EO-N; Mack EO-M Plus; MAN M 3275; Cummins CES 20076; 
Cummins CES 20077; Cummins CES 20078; CAT ECF-2; CAT ECF-1-a; MTU Type 2; Deutz DQC III-10 ;Detroit Diesel DDC 93K215; Global 
DHD-1.

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.875

15.7

120
140

<7,000 @ -20°C
-34
220

11

Nomad Artax XT SAE 15W40 API CI-4/SL, ACEA E7
Meets and exceeds; ACEA E7-12 (2012); ACEA A3/B4-12 (2012) ; API CI-4 ; API CH-4 ; API CG-4; API CF-4; API CF; API SL; MB-Approval 
228.3; MB-Approval 229.1; Volvo VDS-3; Renault Truck RLD-2; Mack EO-N; Mack EO-M Plus; MAN M 3275; Cummins CES 20076; 
Cummins CES 20077; Cummins CES 20078; CAT ECF-2; CAT ECF-1-a; MTU Type 2; Deutz DQC III-10 ;Detroit Diesel DDC 93K215; Global 
DHD-1.

Nomad Artax XT Plus SAE 10W30 API CJ-4/SN, ACEA E9
Meets and exceeds: API CJ-4/CI-4+/CI-4, SN/CF; ACEA E9-08, E7-08; MB 228.31; MAN M3575; MTU Type 3.1, 2.1; 
Volvo VDS-4; Renault Trucks RLD-3; Cummins CES 20081; Caterpillar ECF-2, ECF-3;  Deutz DQC III-10 LA

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.854

10.5

60
≥150

<7,000 @ -25°C
-36

>230
9

Nomad Artax XT Plus SAE 10W40 API CJ-4/SN, ACEA E9
Meets and exceeds: API CJ-4/CI-4+/CI-4, SN/CF; ACEA E9-08, E7-08; MB 228.31; MAN M3575; MTU Type 3.1, 2.1; Volvo VDS-4; 
Renault Trucks RLD-3; Cummins CES 20081; Caterpillar ECF-2, ECF-3;  Deutz DQC III-10 LA ; Mack EO-O Premium Plus; 
DDC 93K218; Global DHD-1; JASO DH-2

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.854

12

68
≥150

<7,000 @ -25°C
-36

>230
9
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AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

20W5 0

0.885

19.5

165

125
<9,500 @ -15°C

-25
210
12

50

0.905

19.5

205

105
-

-20
220
12

Meets and exceeds: ACEA E7-12 (2012) API CI-4 API CH-4 API CG-4; API CF-4 API CF API SL MB 228.3; Volvo VDS-3 Renault Truck RLD-2 Mack EO-N 
Mack EO-M Plus; MAN M 3275 Cummins CES 20076 Cummins CES 20077 Cummins CES 20078; CAT ECF-1-a CAT ECF-2 MTU Type 2 Deutz DQC 
III-10; Detroit Diesel DDC 93K215 Global DHD-1 

Nomad Artax HD SAE 15W40 API CH-4/SJ, ACEA E7

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.885
14.5
100
135

<7,000 @ -20°C
-25

220 min.
10

Meets and exceeds: ACEA E7-12 (2012) API CI-4 API CH-4 API CG-4; API CF-4 API CF API SL MB 228.3; Volvo VDS-3 Renault Truck RLD-2 Mack EO-N 
Mack EO-M Plus; MAN M 3275 Cummins CES 20076 Cummins CES 20077 Cummins CES 20078; CAT ECF-1-a CAT ECF-2 MTU Type 2 Deutz DQC 
III-10; Detroit Diesel DDC 93K215 Global DHD-1 

Nomad Artax HD SAE 20W50 API CH-4/SJ, ACEA E7

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.885
19.5
165
125

<9,500 @ -15°C
-25

220 min.
10

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

15W40

0.885

14.5

100
135

<7,000 @ -20°C
-25

>220
12

40

0.901

14.5

140

103
-

-20
>220

12

Nomad Artax SAE 40/15W40 API CF-4/SG
Meets and exceeds: API CF-4, CF-2, CF; Recommended for use in Caterpillar, Cummins,  Detroit Diesel, Mack, Volvo, Scania, Renault, Iveco and many 
diesel engines.

Nomad Artax SAE 50/20W50 API CF-4/SG
Meets and exceeds: API CF-4, CF-2, CF; Recommended for use in Caterpillar, Cummins, Detroit Diesel, Mack, Volvo, Scania, Renault, Iveco and many 
diesel engines.
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NOVO - 4T

15

Nomad Novo 4T Super SAE 5W40 API SN, JASO MA2
API SN; JASO MA2

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

175
-

-36
226
8.4

0.855
13.6
79.6

Nomad Novo 4T Endurance SAE 10W60 API SN, JASO MA2
API SN; JASO MA2

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

185
-

-33
236
8.0

0.860
24.0
156

Nomad Novo 4T Super SAE 10W40 API SN, JASO MA2
API SN; JASO MA2

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

155
-

-33
236
7.5

0.871
13.82
89.9

Nomad Novo 4T Super SAE 20W50 API SL, JASO MA2
API SL; JASO MA2

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.880

18.5

160
126

-
-30
230
7.5
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NOVO - 2T

Nomad Novo 2T Outboard NMMA API TC-W3
API TC-W3; NMMA

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.880

8.3

53
160

-
-35
230
N/A

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

155
-

-33
226
N/A

0.871
13.8
89.9

Nomad Novo 2T SAE 30 API TC, JASO FC
API TC; JASO FC

Nomad Novo 4T Scooter SAE 10W30 API SL, JASO MB
API SL; JASO MB

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Cold Crank Simulator, cP
Pour Point, °C
Flash Point, °C
Total Base Number (TBN), KOH/g

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D5293
ASTM D97
ASTM D92

ASTM D2896

0.880

10.5

69.0
140

-
-30
230
7.5
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ATF

Nomad ATF VI
Meets the requirements of General Motors’ DEXRON-VI

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

ASTM D2896

0.860

5.83

145

29

11,500
-45
220

Pour Point, °C
Flash Point, °C

Brookefield Viscosity @-40 °C, cP

Nomad ATF III-H
Meets the requirements of GM DEXRON III H

TYPICAL PROPERTIES

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

ASTM D2896

0.860

7.5

199

34

<20,000
-42
>185

Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

Brookefield Viscosity @-40 °C, cP

Nomad ATF Type A Suffix A
Meets the requirements of General Motors type A Suffix A.

TYPICAL PROPERTIES

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

Brookefield Viscosity @-40 °C, cP

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

ASTM D2896

0.863

7.5

≥ 160

35.2

<50,000
-42
>185

Nomad ATF II-D
Meets the requirements of GM DEXRON II D

TYPICAL PROPERTIES

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

ASTM D2896

0.870

7.0

≥160

37

<50,000
-44
210

Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

Brookefield Viscosity @-40 °C, cP
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AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES

Brookefield Viscosity @ 40°C, cP

Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

    

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92
ASTM D2896

0.848

7.5

175

34

12.000
-42
210

Nomad CVT
Meets and exceeds: BMW Mini Cooper EZL 799 ;Dodge/Jeep NS-2, CVTF+4 ;Ford CVT23, CVT30/Motorcraft XT-7-QCFT, Mercon C ; GM/ 
Saturn DEX-CVT ; Honda HMMF, HCF-2  ;Hyundai/ Kia CVT applications (SP-CVT 1) ; Mazda CVTF 3320 ; Mercedes Benz 236.20 ;Mitsubushi 
CVTF-J1, CVTF-J4; Nissan NS-2, NS-3 ; Shell Green 1V;Subaru Lineartronic CVTF (P/N K0425Y0710), CV-30, High Torque CVTF, e-CVTF ; Suzuki  
TC, NS-2, CVTF 3320, CVT Green 1, CVT Green 2;  Toyota TC, FE ; Volkswagen/Audi TL 52180; G 052 180, G 052 516  

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Brookefield Viscosity @ 40°C, cP

Flash Point, °C

    

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

ASTM D2896

0.846

7.05

172

34,5

13,100
-45
216

Nomad ATF WS
Meets and exceeds: AISIN WARNER ; BMW 4 and 5 speed European ; CHRYSLER ATF +3 / 4 ; MAN 339 ; Type Z-1 ; MB 4 and 5 speed 
European ; TOYOTA T-III / T-IV / WS Lifetime ; VOITH ATs 55.6335 ; VW 4 and 5 speed European

AVAILABLE PACKS
1L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D92
ASTM D2896

0.852

7.5

170

36.3

-40
190

Nomad DCT
Meets and exceeds:  Audi, Seat, Skoda, Volskwagen (VW TL 052 182; VW TL 052 529), BMW 1, 3, 5, 6 series, Z4, X1 (BMW DCTF-1), Peugeot/Citro-
en 9734.S2, Ferrari TF DCT-F3, Fiat BOT 341, Ford/Nissan M2C936A (BOT 341), Mercedes-Benz A-Class, B-Class (MB 236.21; MB 236.25), 
Mitsubishi MZ320065 Dia-Queen SSTF-I, Porsche (ZF) Boxster, Cayman, 911, Panamera, Renault Getrag (BOT 450), Volvo C30, S40, S60, V40, 
V50, V60, V70 S80, XC30, XC60 (1161838 1161839)



MTF

Nomad MTF SAE 75W90 API GL-5 LS
Meets and exceeds: API GL-4; API GL-5, API GL-5 LS (Limited Slip); MACK GO-J; MACK GO-J Plus; 
MAN 342 Type M1; MAN 342 Type M2; MAN 342 Type M3; SCANIA STO 1:0

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.860

15.7

144

115

-45
220

Nomad MTF SAE 75W80 API GL-5 LS
Meets and exceeds: API GL-4/GL-5 LS; MIL L 2105 C; FORD WSD-M2C200-C; MACK GO-J Plus; PSA B71 2330

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.860

9.5

155

55.5

-42
230

Nomad MTF SAE 75W140 API GL-5 LS
Meets and exceeds: API GL-5, GL-5 LS (Limited Slip); MIL L 2105 D; MAN 342; SCANIA STO 1:0

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.872

24.4

175

170

-48
210

Nomad MTF SAE 75W90 API GL-4/GL-5
Meets and exceeds: API GL-4/GL-5; API MT-1 ; SAE J2360; MIL L 2105 D/PRF 2105 E ; EATON Europe; 
MAN 341 Z2; MAN 341 S1; MB 235.8; MERITOR O-76-N; SCANIA STO 1:0; VOLVO 97312 ; ZF TE-ML 02B ; 
ZF TE-ML 12L ; ZF TE-ML 12N ; ZF TE-ML 19C

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.860

15.7 

144

115

-45
210

19
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MTF

Nomad MTF SAE 80W90 API GL-5
Meets and exceeds: API GL-5

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.90

15.0

105

144

-30
210

Nomad MTF SAE 85W140 API GL-5
Meets and exceeds: API GL-5

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.910

27.8

100

369

-18
230

Nomad MTF SAE 75W85 API GL-4
Meets and exceeds: API GL-4; API MT-1; MIL L 2105; MB 235.31

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.88

11.8

168

69.5

-42
210

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.860

9.5

155

55.5

-40
220

Nomad MTF SAE 75W80 API GL-4
Meets and exceeds: API GL-4; VW G 009 317; VW G 052 171; VW G 052 178; VW G 052 512; VW G 052 532;  VW G 052 
527; VW G 052 726; VW G 052 798; VW G 055 726; BMW MTF LT-1; BMW MTF LT-2; BMW MTF LT-3; BMW MTF LT-4; 
FORD WSS-M2C200-D2; MB 235.10; MITSUBISHI MZ312644 3005401; NISSAN 999MP-MTF20P KE91699932R; 
PEUGEOT 9730A2/9730A8; PSA B71 2330
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Nomad MTF SAE 75W80 ZF
Meets and exdeeds: API GL-4; EATON Manual Transmission; MAN 341 Type Z4; MAN 341 Type E3; VOLVO 97307; 
ZF TE-ML 01L; ZF TE-ML 02L; ZF TE-ML 16K

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.860

9.5

155

55.5

-42
230

Nomad MTF OEM Specific Haldex
Meets and exceeds: VW G 060 175 A2; VW G 055 175 A2; VW G 052 175 A2; BMW 8322 2413513; Volvo 31367940; 
Opel 1940057; VAUXHALL 1940057; GM 93165387

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.850

5.7

155

27.5

-48
230

Nomad MTF SAE 90 API GL-4/GL-5
Meets and exceeds: API GL-4/GL-5

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.90

19.5

100

221

-21
236

Nomad MTF SAE 140 API GL-4/GL-5
Meets and exceeds: API GL-4/GL-5

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Pour Point, °C
Flash Point, °C

ASTM D1298
ASTM D445

ASTM D2270

ASTM D445

ASTM D97
ASTM D92

0.90

29.6

95

443

-15
240

MTF
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AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Boiling point°C

1.06

163

Nomad Long Life Coolant/Antifreeze Concentrate G13
Meets and exceeds: VW/Audi/Seat/Porsche, VW G13; VW G12; MB 325.3; MB 325.5; MB 325.6; MAN 324 Type SNF; ASTM 
D 3306; ASTM D 4656; ASTM D 4985; ASTM D 5345; SAE J814C; SAE J1038; SAE J1941; SAE J1034; Ford WSS M97 
B44-D; BMW N600.69.0; Toyota TSK 2601G-8A; G13.

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
pH
Freezing Point

Boiling Point

8.5

-36

109

Density @ 15°C 1.07

Nomad Long Life Coolant/Antifreeze 50% G13
Meets and exceeds: VW/Audi/Seat/Porsche, VW G13; VW G12; MB 325.3; MB 325.5; MB 325.6; MAN 324 Type SNF; ASTM 
D 3306; ASTM D 4656; ASTM D 4985; ASTM D 5345; SAE J814C; SAE J1038; SAE J1941; SAE J1034; Ford WSS M97 
B44-D; BMW N600.69.0; Toyota TSK 2601G-8A; G13.WSS M97 B44-D; BMW N600.69.0; Toyota TSK 2601G-8A; G13.

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
pH
Freezing Point

Boiling Point

8.5

-36

109

Density @ 15°C 1.07

Nomad Long Life Coolant/Antifreeze 50% G12
Meets and exceeds: VW/Audi/Seat/Porsche, VW G12; MB 325.3; MAN 324 Type SNF; ASTM D 3306; ASTM D 4656; ASTM 
D 4985; ASTM D 5345; SAE J814C; SAE J1038; SAE J1941; SAE J1034; Ford WSS M97 B44-D. G12

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Nomad Long Life Coolant/Antifreeze Concentrate G12
Meets and exceeds: VW/Audi/Seat/Porsche, VW G12; MB 325.3; MAN 324 Type SNF; ASTM D 3306; ASTM D 4656; ASTM 
D 4985; ASTM D 5345; SAE J814C; SAE J1038; SAE J1941; SAE J1034; Ford WSS M97 B44-D. G12

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Boiling point°C

1.10

163

COOLCAR
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Nomad Universal Coolant/Antifreeze Concentrate G11
Meets and exceeds: ASTM D 3306; ASTM D 4656; ASTM D 4985; ASTM D 5345; SAE J814C; SAE J1038; SAE J1941; 
SAE J1034;GM 1899M; GM 6043M; GM 1825M; Ford ESE-M97B44-A; Ford ESE-M97B18-C; Chrysler MS-7170;Freight-
liner 48-22880; Cummins 90T8-4; Waukesha 4-19470; White (GMC Div. Of Volvo); John Deere 8650-5; Case Corp. 
MS1710; Navistar B1 (B6-008GO); Cummins 3666132; Detroit Diesel 7SE298; FordNew Holland 9-86; John Deere H-5; 
Mack Truck 014GS17004; ATA RP 302A; G11

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

Nomad Universal Coolant/Antifreeze 33%-50% G11
Meets and exceeds: ASTM D 3306; ASTM D 4656; ASTM D 4985; ASTM D 5345; SAE J814C; SAE J1038; SAE J1941; 
SAE J1034;GM 1899M; GM 6043M; GM 1825M; Ford ESE-M97B44-A; Ford ESE-M97B18-C; Chrysler MS-7170;Freight-
liner 48-22880; Cummins 90T8-4; Waukesha 4-19470; White (GMC Div. Of Volvo); John Deere 8650-5; Case Corp. 
MS1710; Navistar B1 (B6-008GO); Cummins 3666132; Detroit Diesel 7SE298; FordNew Holland 9-86; John Deere H-5; 
Mack Truck 014GS17004; ATA RP 302A; G11t

AVAILABLE PACKS
1L, 4L, 5L, 20L, 25L, 208L, Bulk

COOLCAR

TYPICAL PROPERTIES
Density @ 15°C, kg/l
Boiling point°C

1.13

160

TYPICAL PROPERTIES
pH
Freezing Point

Boiling Point

8.5

-36

109

Density @ 15°C 1.05
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BRAKE FLUID

AVAILABLE PACKS
250mL, 500mL, 208L, Bulk

Nomad Brake Fluid DOT 5.1
Meets and exceeds: SAE J 1704; FMVSS 116 DOT 5.1; ISO 4925

Nomad Brake Fluid DOT 4
Meets and exceeds: FMVSS No. 116 DOT 4; SAE J1703

AVAILABLE PACKS
250mL, 500mL, 208L, Bulk

Nomad Brake Fluid DOT 3
Meets and exceeds: FMVSS No. 116 DOT 3; SAE J1703

AVAILABLE PACKS
250mL, 500mL, 208L, Bulk

TYPICAL PROPERTIES
FMVSS Grade DOT 4

Amber

9.0

1.060

2.2
260
148

> -50

pH

Pour Point, ˚C

Equilibrium Reflux Boiling Point, ˚C

Color

Kinematic Viscosity @ 100 ˚C, cSt

Density @ 15 ˚C

Wet Equilibrium Reflux Boiling Point, ˚C

TYPICAL PROPERTIES
FMVSS Grade DOT 3

Amber

9.0

1.092

2.2
240
148

> -50

pH

Pour Point, ˚C

Equilibrium Reflux Boiling Point, ˚C

Color

Kinematic Viscosity @ 100 ˚C, cSt

Density @ 15 ˚C

Wet Equilibrium Reflux Boiling Point, ˚C

TYPICAL PROPERTIES
FMVSS Grade DOT 5.1

Amber

≥ 160

1.5
260
180
-50

pH

Pour Point, ˚C

Equilibrium Reflux Boiling Point, ˚C

Color

Kinematic Viscosity @ 100 ˚C, cSt

Density @ 15 ˚C

Wet Equilibrium Reflux Boiling Point, ˚C

1.05

AVAILABLE PACKS
250mL, 500mL, 208L, Bulk

TYPICAL PROPERTIES
FMVSS Grade DOT 4 LV

Amber

9.0

1.060

1.5
260
165

> -50

pH

Pour Point, ˚C

Equilibrium Reflux Boiling Point, ˚C

Color

Kinematic Viscosity @ 100 ˚C, cSt

Density @ 15 ˚C

Wet Equilibrium Reflux Boiling Point, ˚C

Nomad Brake Fluid DOT 4 LV
Meets and exceeds: FMVSS No. 116 DOT 4; SAE J1703; Ford M6C65-A2; JIS K 2233 Class 6;  ISO 4925 Class 6;  VW 
501.14
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NLGI Grade

Soap/Thickener

Color

Operating Temperature range, °C

Appearance

Penetration @ 25°C, 0.1 mm

Dropping point, °C
Kinematic viscosity of the base oil 
@ 40°C, mm2/s

ASTM D217

Visual

-
Visual

ASTM D217

IP 396/DIN ISO 2176

ASTM D445

Lithium complex 

2

Red

≥275

165

-25 to 160

Smooth

265 - 295

3

Red

≥240

165

-25 to 160

Smooth

220- 250

Soap/Thickener

Kinematic viscosity of the base oil 
@ 40°C, mm2/s

Lithium 

NLGI Grade

Color

Penetration @ 25°C, 0.1 mm

Dropping point, °C

Operating Temperature range, °C

Appearance

ASTM D445

ASTM D217

Visual

ASTM D217
IP 396/DIN ISO 2176

-

Visual

220

0

Glazy Yellow

370
160

-25 to 100

Smooth

1

Glazy Yellow

325
175

220

-25 to 100

Smooth

NLGI Grade

Soap/Thickener

Color

Operating Temperature range, °C

Appearance

Penetration @ 25°C, 0.1 mm

Dropping point, °C
Kinematic viscosity of the base oil 
@ 40°C, mm2/s

ASTM D217

Visual

-

Visual

ASTM D217

IP 396/DIN ISO 2176

ASTM D445

2

Glazy Yellow

≥185

150

-25 to 120

Smooth

265 - 295

Lithium 

3

Glazy Yellow

≥185

150

-25 to 120

Smooth

220 - 250

AVAILABLE PACKS
0.5 KG, 1 KG, 3 KG, 15 KG, 175 KG

AVAILABLE PACKS
0.5 KG, 1 KG, 3 KG, 15 KG, 175 KG

AVAILABLE PACKS
0.5 KG, 1 KG, 3 KG, 15 KG, 175 KG

AVAILABLE PACKS
0.5 KG, 1 KG, 3 KG, 15 KG, 175 KG

TYPICAL PROPERTIES

TYICAL PROPERTIES

Nomad Grease MP 0 - 1
Meets and exceeds: for MP0: ISO 6743-9: L–XBCEB 0; DIN 51502: MP0K–25 for MP1: ISO 6743-9: L-XBCEB 1; DIN 
51502: KP1K -30t   

Nomad Grease MP 2 - 3
Meets and exceeds: for MP2:  ISO 6743-9: L-XBCEA 2; DIN 51502: K2K-25 for MP3: ISO 6743-9: L-XBCEA 3; DIN 51502: 
K3K-20   

Nomad Grease EP 2 - 3
Meets and exceeds: for EP2: ISO 6743-9: L-XBEHB 2; DIN 51502: KP2P-20 for EP3: ISO 6743-9: L-XBDHB 3; DIN 
51502: P3N-20    

Nomad Grease Complex EP 2 - 3

TYPICAL PROPERTIES

Meets and exceeds: for EP2: ISO 6743-9: L-XBEHB 2; DIN 51502: KP2P-20 for EP3: ISO 6743-9: L-XBDHB 3; DIN 
51502: P3N-20    

TYPICAL PROPERTIES

NLGI Grade

Soap/Thickener

Color

Operating Temperature range, °C

Appearance

Penetration @ 25°C, 0.1 mm

Dropping point, °C
Kinematic viscosity of the base oil 
@ 40°C, mm2/s

ASTM D217

Visual

-
Visual

ASTM D217

IP 396/DIN ISO 2176

ASTM D445

Lithium 

2

Glazy Yellow

≥

150

-25 to 160

Smooth

265 - 295

3

Glazy Yellow

≥t

150

-25 to 160

Smooth

220 - 250
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AGRICULTURE AND 
FORESTYRY

28

AVAILABLE PACKS
20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
0.863

14.3

155

95

228
8

-42

Density @ 15°C, kg/l

Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Flash Point (COC), °C

TBN, mg KOH/g

Pour Point, °C

ASTM D1298

ASTM D445

ASTM D2270

ASTM D445

ASTM D92

ASTM D2896

ASTM D6749

 

Nomad STOU SAE 10W40
Meets the requirements of: Allison C4, API CG-4/SF, API GL-4, Atlas Copco Kompressor, CASE IH-MS 1209,Caterpillar 
TO-2, FENDT KDM 41.2011 ,  Ford ESN-M2C-134 B, Ford ESN-M2C-134 C, Ford ESN-M2C 134 D, Ford ESN-M2C-159 B, 
Ford ESN-M2C-159 C, Getriebeöl:  SAE 80W, Hydrauliköl :  HVLP ISO VG 68-100, John Deere J20C, John Deere J27, 
Kompressorenöl: Holman Compair Kompressor, MAN 271, Massey-Ferguson M 1139, Massey-Ferguson M 1144, Massey 
Ferguson M 1145, MAT 3525, MB 227.1,  MB 228.1, MB 228.3, MIL-L-2104 D, Motorenöl: SAE 10W-40, New Holland NH 
410B, Spezialtraktorenöl: John Deere J20C, ZF TE-M 06B, ZF TE-M 06C, ZF TE-M 06D, ZF TE-M 07B, ZF TE-ML 06A. 

AVAILABLE PACKS
20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
0.880

9.8

155

55

230
-38

°C, cSt

Density @ 15°C, kg/l

Viscosity @ 100

Viscosity Index

Viscosity @ 40°C, cSt

Flash Point (COC), °C
Pour Point, °C

ASTM D1298

ASTM D445

ASTM D2270

ASTM D445

ASTM D92

ASTM D6749

  
 

 

AVAILABLE PACKS
20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
0.875

11.0

140

75

225
8

-40

Density @ 15°C, kg/l

Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Flash Point (COC), °C

TBN, mg KOH/g

Pour Point, °C

ASTM D1298

ASTM D445

ASTM D2270

ASTM D445

ASTM D92

ASTM D2896

ASTM D6749

Nomad STOU SAE 15W30 and 10W30
Meets the requirements of :  API SF/GL 4 ,  Caterpi l lar  TO-2;  John Deere J27,  J20Cl Ford's  SuperTractor 
Oi l  Universal  (STOU) applications (M2C 159B); Massey-Ferguson CMS 1135 and CMS 1139; Allison C-4.

TYPICAL PROPERTIES
0.880

18.0

100

195

245
-20

Density @ 15°C, kg/l

Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Flash Point (COC), °C
Pour Point, °C

ASTM D1298

ASTM D445

ASTM D2270

ASTM D445

ASTM D92

ASTM D6749

AVAILABLE PACKS

20L, 25L, 208L, Bulk

Nomad UTTO SAE 50 TO-4
Meets the requirements of: API GL-4; CAT TO-4; KOMATSU KES 07.868.1 

Nomad UTTO SAE 80W
Meets the requirements of: SAE 80W, ISO VG 46, API GL-4, HLP-D/HVLP-D (ISO VG 46-68), DENISON HF-0, HF-1, HF-2, 
SPERRY VICKERS I-286-S, M-2950-S, ALLISON C4, MIL-L-2105, CATERPILLAR TO-2, ZF TE-ML 05F, 17E, ALLISON C3, 
CASE MS-1204, MS-1205,MS-1206,MS-1207,MS-1209,MS-1210, CASE NEW HOLLAND MAT 3525, 3505, DEUTZ Hydraulic 
Trans Fluid, DENISON HF 1/2/3, JOHN DEERE J 20C/D, MASSEY FERGUSON M-1110, M-1127 A, B; M-1129 A; M-1135; 
M-1139; M-1141; M-1143; M-1145, VALMET/VOLVO BM, ZF TE-ML 03E/06.



AGRICULTURE AND 
FORESTYRY

AVAILABLE PACKS

20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
0.870

10.7

147

68

226
-42

ASTM D1298

ASTM D445

ASTM D2270

ASTM D445

ASTM D92

ASTM D6749

Density @ 15°C, kg/l

Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Flash Point (COC), °C

Pour Point, °C
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 Nomad Agriculture Synthetic UTTO WB 102

AVAILABLE PACKS

20L, 25L, 208L, Bulk

TYPICAL PROPERTIES
0.857

8.8

155

50

226
-42

Density @ 15°C, kg/l

Viscosity @ 100°C, cSt

Viscosity Index

Viscosity @ 40°C, cSt

Flash Point (COC), °C
Pour Point, °C

ASTM D1298

ASTM D445

ASTM D2270

ASTM D445

ASTM D92

ASTM D6749

M e e t s  t h e  r e q u i r e m e n t s  o f :  A P I  G L  4 ,  C a s e  N e w  H o l l a n d  M A T - 3 5 2 5 ,  M A T  3 5 4 0 ,  M A T  3 5 2 6 ,  M A T 
3 5 0 5 ,  M 2 C - 1 3 4  A-D ,  M2C86-B ,  FNHA-2-  D .201 .00 ,  John Deere  JD20A,  JD20B,  JD20C,  JD20D, 
JDM-J20C,  Massey-Ferguson M1145 ,  M 1 1 4 3 ,  M 1 1 4 1 ,  M 1 1 3 5 ,  V o l v o  W B  1 0 1 ,  W B  1 0 2 ,  Z F  T E - M L  0 3 E , 
0 5 F ,  0 6 D ,  0 6 K ,  0 6 M ,  0 6 N ,  0 6 R ,  1 7 E ,  2 1 F ,  C a t e r p i l l a r  TO-4 . 

Nomad UTTO WB 101
Meets  the requi rements  o f :  API  GL  4 ,  Case  New Hol land MAT-3525 ,  M2C-134  A-D ,  FNHA-2- 
D .201 .00 ,  John Deere  JDM-J20C, Massey-Ferguson M1143, M1145, Volvo WB 101, Transmission Oil 
97303:015, ZF TE-ML 03E, 05F, 06D, 06K, 06M, 06N, 06R, 17E, 21F, Caterpillar TO-4. 
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HYDRUS

•  Hydrus AW – high performance demulsifying AW/EP hydraulic and general lubricating oil 

DESCRIPTION

APPLICATION

Nomad Hydrus AW series are general lubricating 
and hydraulic oils with good ageing resistance 
and additives to improve corrosion protection. 
Good viscosity temperature behavior, good 
wear protection, demulsifying, good air 
release, contain zinc.

For all systems, even if thermally-stressed. 

Nomad Hydrus AW 10

Nomad Hydrus AW 22

Nomad Hydrus AW 32

Nomad Hydrus AW 46

Nomad Hydrus AW 68

Nomad Hydrus AW 100

Nomad Hydrus AW 150

856

863

876

875

881

881

887

178

180

205

210

224

232

224

110

22

32

46

68

100

150

2,6

4,4

5,5

6,9

8,8

11,1

14,5

96

107

109

105

100

96

94

30-

27-

24-

24-

24-

18-

15-

SPECIFICATIONS
DIN 51524 PART 2, CATEGORY HM
ISO 6743/4, CATEGORY HM
MAN 698, Denison HF0, HF1, HF2

Industrial lubrication experts
Every industrial lubricant recommendation should be 
done after an expert consultation on the application in 
question. Only then the best lubricant can be selected. 
Nomad hydraulic oils series “Hydrus” are �tted to all your 
industrial applications

Nomad Hydrus series fitted to all your needs:
• Hydrus AW – high performance demulsifying AW/EP 
hydraulic and general lubricating oil  

• Hydrus HLPD – high detergent HLPD/EP general 
lubricating and hydraulic oil with excellent corrosion 
protection

• Hydrus HVI – high performance emulsifying AW/EP 
hydraulic oil with a high Viscosity Index

Nomad Hydrus

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name
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•  Hydrus HLPD – high detergent HLPD/EP general lubricating and hydraulic oil with excellent corrosion protection

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name

Nomad Hydrus HLPD 2

Nomad Hydrus HLPD 5

Nomad Hydrus HLPD 10

Nomad Hydrus HLPD 22

Nomad Hydrus HLPD 32

Nomad Hydrus HLPD 46

Nomad Hydrus HLPD 68

Nomad Hydrus HLPD 100

Nomad Hydrus HLPD 150

Nomad Hydrus HLPD 320

Nomad Hydrus HLPD 460

807

837

852

868

875

877

881

883

889

903

907

75

85

166

16

210

220

225

248

250

265

297

2,2

5

10

22

32

46

68

100

150

320

460

-

1,7

2,6

4,3

5,4

6,9

8,9

11,4

14,8

24,8

31,0

-

83

91

105

102

105

105

100

98

99

95

42-

36-

30-

30-

30-

27-

24-

18-

18-

12-

9-

APPLICATION

Nomad Hydrus HVI series are hydraulic 
lubricating oils (machine oils) with a high 
Viscosity Index and additives to improve ageing 
resistance, corrosion protection and wear 
protection. Mineral oil-base and containing 
zinc.

Suitable for all hydraulic systems, especially 
when a high viscosity index is specified or if 
excess viscosity during start-ups or insufficient 
viscosity at operating temperatures is a 
problem. High VI provides multi-grade 
characteristics.

•  Hydrus HVI – high performance emulsifying AW/EP hydraulic oil with a high Viscosity Index

DESCRIPTION
Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name

Nomad Hydrus HVI 15

Nomad Hydrus HVI 32

Nomad Hydrus HVI 46

Nomad Hydrus HVI 68

859

871

879

882

180

178

186

210

15

32

46

68

3,8

6,3

8,1

11,0

151

152

149

154

45-

48-

45-

42-

SPECIFICATIONS
HVLP hydraulic and general lubricating oils 
according to DIN 51 524-3.
ISO 6743/4, HV ISO 11158, HV. Denison HF0, 
HF1, HF2

APPLICATION

Nomad Hydrus HLPD series are hydraulic fluids 
according to DIN 51 502 with outstanding 
corrosion protection, powerful cleaning and 
sludge transportation properties. Contain zinc 
as well as being detergent and dispersant. 
Used in a number of hydraulic systems as 
problem solvers, especially when standard oils 
cannot fulfil all the requirements. 

Nomad Hydrus HLPD 10 : For machine tool 
spindles and bobbin bearings in the textile 
industry. Nomad Hydrus HLPD 22, 32, 68: 
Heavy-duty hydraulic oils with good corrosion 
protection up to continuous temperatures of 100 
°C, for smaller gearboxes, especially when fitted 
with electromagnetic clutches. Nomad Hydrus 
HLPD 100: For larger gearboxes.

DESCRIPTION

SPECIFICATIONS
Fulfil and surpass the minimum demands on 
HLPD hydraulic oils according to DIN 51 524-2.  
ISO 6743/4-HM  with high DD performance. 

HYDRUS



32

CORVUS

Industrial lubrication experts
Every industrial lubricant recommendation should be 
done after an expert consultation on the application in 
question. Only then the best lubricant can be selected. 
Nomad industrial gear oils series “Corvus” are �tted to all 
your industrial applications

Nomad Corvus series fitted to all your needs:
• Corvus GSH – demulsifying general lubricating, spindle 
and hydraulic oil 
• Corvus CLP – demulsifying high performance EP/AW 
gear oil and general lubricating oil
• Corvus CLPF – high performance EP/AW gear oil with 
MoS2  (black color)
• Corvus SYNTHETIC CLP – fully synthetic, high performance 
EP/AW gear oil based on polyalphaole�ns (PAO)

Nomad Corvus

•  Corvus GSH – demulsifying general lubricating, spindle and hydraulic oil 

DESCRIPTION

APPLICATION

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name

Nomad Corvus GSH 2

Nomad Corvus GSH 5

Nomad Corvus GSH 7

Nomad Corvus GSH 10

Nomad Corvus GSH 15

Nomad Corvus GSH 22

Nomad Corvus GSH 32

Nomad Corvus GSH 46

Nomad Corvus GSH 68

Nomad Corvus GSH 100

Nomad Corvus GSH 150

Nomad Corvus GSH 220

Nomad Corvus GSH 320

Nomad Corvus GSH 460

Nomad Corvus GSH 680

805

837

839

851

856

865

874

874

882

881

889

893

898

904

912

100

120

155

174

195

210

222

228

250

248

266

280

280

315

302

2,2

4,6

7,4

10

15

22

32

46

68

100

150

880

320

460

680

-

1,6

2,2

2,6

3,4

4,2

5,4

6,8

8,7

11,2

15,5

18,8

24,0

30,4

37,9

-

106

103

93

98

94

102

101

99

97

94

95

95

95

92

27-

40-

27-

27-

27-

27-

24-

24-

18-

18-

15-

12-

12-

12-

12-

For thermally-stressed bearings and hydraulic 
systems with peak temperatures of approx 120 °C.

SPECIFICATIONS
All Corvus GSH products are DIN 51524-1 (HL) 
hydraulic oils and DIN 51517-2 (CL) general 
lubricating oils, based on mineral oils, demulsifying 
(water repellent) and free of zinc. ISO 6743/4, 
HL, ISO 6743-6 and ISO 12925-1: CKB.

Nomad Corvus GSH series are spindle, hydraulic 
and general lubricating oils (machine oils) 
containing selected base oils and additives to 
improve ageing stability and corrosion protection.



33

CORVUS

•  Corvus CLP – demulsifying high performance EP/AW gear oil and general lubricating oil

DESCRIPTION

APPLICATION

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 indexNomad Corvus CLP series are high performance, 

gear oils and general lubricating oils with good 
ageing stability and additives to improve corrosion 
protection (combat ferrous and nonferrous metal 
corrosion caused by moisture). Outstanding 
anti-wear characteristics – good EP/AW 
performance, excellent protection against scuffing 
and micro pitting, excellent FE8 roller bearing wear 
protection, good demulsifying properties, very good 
foaming suppression, zinc- and silicone oil-free.

Nomad Corvus CLP oils fulfil and surpass the minimum 
requirements of lubricating oils. Universal gear oils for 
all industrial applications such as in bearings, knuckles, 
spur, bevel and worm drives and whenever the 
manufacturer recommends a Type CLP oil.

Product name

Nomad Corvus CLP 68

Nomad Corvus CLP 100

Nomad Corvus CLP 150

Nomad Corvus CLP 220

Nomad Corvus CLP 320

Nomad Corvus CLP 460

Nomad Corvus CLP 680

886

890

894

896

900

90

918

236

240

250

260

255

270

270

68

100

150

220

320

460

680

8,7

11,2

14,5

18,9

24,0

30,4

36,8

99

98

94

96

95

95

88

SPECIFICATIONS
CLP according to DIN 51 517: Part3 (2004), ISO 
6743-6 : ISO 12925-1: CKC, CKD. US Steel 224, 
David Brown S1.53.10

• Corvus CLPF – high performance EP/AW gear oil with MoS2  (black color)

DESCRIPTION

APPLICATION

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °C

Nomad Corvus CLPF series are extreme pressure 
gearbox oils with synergetic chemical EP/AW 
additives and physical MoS2-based solid lubricants. 
The MoS2-based solid lubricants are physically 
effective and cover a wide range of temperatures in 
boundary friction conditions. They reduce friction 
and have a damping effect. Excellent wear protection 
in boundary friction conditions, good dirt suspension 
properties (detergent effect), low foaming, very good 
FE8 roller bearing wear protection as well as zinc 
and silicone oil-free. 

For highly-stressed gearboxes operating at low 
speeds and high loads, even when subject to shock 
loading, for noise reduction and for the lubrication of 
spindles and gear-boxes in forging presses.

Product name

Nomad Corvus CLPF 100

Nomad Corvus CLPF 220

Nomad Corvus CLPF 320

Nomad Corvus CLPF 460

Nomad Corvus CLPF 680

Nomad Corvus CLPF 1500

891

901

900

911

922

923

240

260

255

270

270

240

100

220

320

460

680

1,500

11,2

18,8

24,0

30,4

36,8

61,1

98

95

95

95

88

90

21-

21-

14-

12-

10-

12-

SPECIFICATIONS
Nomad Corvus CLPF series of oils surpass the 
minimum requirements  of  CLPFD lubricating oils 
according to DIN 51 517, Part 3 (2004) together with 
DIN 51 502, ISO 6743-6
ISO 12925-1: CKC, CKD.

• Corvus SYNTHETIC CLP – fully synthetic, high performance EP/AW gear oil based on polyalphaolefins (PAO)

DESCRIPTION

APPLICATION

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CNomad Corvus Synthetic CLP series are 

fully-synthetic gear and general lubricating oils with 
excellent thermal and ageing stability, very   high   
viscosity   index  (shear-stable),  out-standing low 
temperature characteristics, good cold flowing 
properties, very good air release, low foaming, good 
protection against micro pitting, good FE8 
performance, zinc and silicone oil-free. 

For the lubrication of bea rings and gearboxes which 
are subject to high thermal loads. Suitable for 
lubricated-for-life applications and in gearboxes with 
extended drain intervals. Miscible and compatible 
with mineral oils. Excellent low temperature 
characteristics, high, shear-stable viscosity index.

Product name

Nomad Corvus SYN CLP 68

Nomad Corvus SYN CLP 100

Nomad Corvus SYN CLP 150

Nomad Corvus SYN CLP 220

Nomad Corvus SYN CLP 320

Nomad Corvus SYN CLP  460

Nomad Corvus SYN CLP  680

Nomad Corvus SYN CLP 1000

848

851

853

854

860

861

862

864

240

250

250

260

260

300

300

300

68

100

150

220

320

460

680

1,000

10,7

14,5

19,6

26,7

35,0

45,6

62,2

84,0

147

150

150

155

155

155

160

165

56-

53-

45-

42-

42-

39-

33-

27-SPECIFICATIONS
Nomad Corvus SYNTHETIC CLP series of oils 
surpass the minimum requirements of CLP-HC gear 
oils according to DIN 51 517, Part 3 together with 
DIN 51 502, ISO 6743-6 and ISO 12925-1: CKC, CKD, 
CKE, AISE 224, David Brown S1.53.101. 
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TURBINE AND
COMPRESSOR OIL

Nomad Lubricants can offer the best Turbine and 
Compressor oil for your speci�c application.

APPLICATION

Nomad Turbine 68 & 46 , 32

Turbine oils for gas and steam turbines, also 
with gearboxes and as a control fluid for turbine 
plants and turbo-compressors.

•  Nomad Turbine  Oil

DESCRIPTION
Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name

Nomad Turbine 32

Nomad Turbine 46

Nomad Turbine 68

842

846

851

220

238

248

32

46

68

5,8

7,6

9,9

125

131

128

25-

25-

25-
SPECIFICATIONS
L-TD and L-TG turbine oils acc. to DIN 51 515-1 
and -2

APPLICATION

Nomad Compressor Oil 100 & 68 ,46 ,32

Turbine oils for gas and steam turbines, also 
with gearboxes and as a control fluid for turbine 
plants and turbo-compressors.

•  Nomad Compressor Oil 

DESCRIPTION

SPECIFICATIONS
VCL/VDL air compressor oils acc. to DIN 51 506

APPLICATION

Nomad SYN Compressor Oil 150 & 100 ,68

Fully-synthetic oils for all highly-stressed air 
compressors which require a VCL/VDL oil. For use 
in rotary, screwtype and vane-type compressors.

•  Nomad SYN Compressor Oil

DESCRIPTION

SPECIFICATIONS
VCL/VDL air compressor oils acc. to DIN 51 506 
Synthetic PAO base stock

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name

Nomad Compressor Oil 32

Nomad Compressor Oil 46

Nomad Compressor Oil 68

Nomad Compressor Oil 100

871

875

878

881

220

236

248

250

32

46

68

100

5,2

7,2

8,6

11,0

100

117

97

94

25-

25-

25-

25-

Density 
at 15 °C, 

kg/m3

Flash
 point 

Cleveland,
°C

Kinematic 
viscosity 
at 40 °C, 
mm2/s

Kinematic 
viscosity 
at 100 °C, 

mm2/s

Viscosity
 index

Pour 
point, °CProduct name

Nomad SYN Compressor Oil 68

Nomad SYN Compressor Oil 100

Nomad  SYN Compressor Oil 150

845

845

849

265

250

250

68

100

150

10,6

14,4

19,4

144

148

148

60-

60-

60-
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Nomad Soluble Cutting Fluid has been formulated to            
meet the requirements for the preparation of water soluble 
oils which will give stable milky emulsions in all types of 
water.  

It is using an additive which is a blend of emulsifying 
agents, wetting agents, and rust inhibitors, together with 
solvent re�ned mineral oils. It also contains biocides and 
fungicide additives to give the �nished soluble oils and 
long service life, prevent emulsion breakdown and spoilage. 

It is an extremely versatile product for medium-cutting 
operations, provides all the lubrication and cooling properties 
necessary to ensure good work piece �nish, and extended 
tool life. It is suitable on ferrous and non-ferrous metals in 
turning, milling, drilling, tapping, threading and cold 
sawing operations. 

NOMAD SOLUBLE CUTTING FLUID

SOLUBLE
CUTTING FLUID

APPLICATION TYPICAL PROPERTIES

ASTM
Method

Typical 
Value

It is an extremely versatile product for 
medium-cutting operations, provides all the 
lubrication and cooling properties necessary 
to ensure good work piece finish, and extended 
tool life. It is suitable on ferrous and non-ferrous 
metals in turning, milling, drilling, tapping, 
threading and cold sawing operations. 

Test Parameters

pH

Density @ 15°C, kg/l

Flash Point (COC), °C

Viscosity @ 100°C, cSt

Viscosity @ 40°C, cSt

Viscosity Index

Pour Point, °C

-

ASTM D1298

ASTM D92

ASTM D445

ASTM D445

ASTM D2270

ASTM D27

9.50

0.8912

210

6.38

40.0

108

6-
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MARINE AND
POWER GENERATION

A COMPLETE SOLUTION PROVIDER FOR
MARINE AND POWER GENERATION SYSTEMS

LOW SPEED 2-STROKE 
MARINE ENIGNES (MCL)
-  NOMAD MCL 5070
-  NOMAD MCL 5080
-  NOMAD MCL 50100

LOW SPEED 2-STROKE 
MARINE ENIGNES (SO)
-  NOMAD SO 4005
-  NOMAD SO 4006
-  NOMAD SO 4007

MEDIUM SPEED 4-STROKE 
MARINE ENIGINES (TPEO)
-  NOMAD TPEO 3012
-  NOMAD TPEO 3015
-  NOMAD TPEO 4030
-  NOMAD TPEO 4040

POWER GENERATION 
ENGINES (TPEO)
-  NOMAD TPEO 3012
-  NOMAD TPEO 3015
-  NOMAD TPEO 4030
-  NOMAD TPEO 4040
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.. AND MUCH MORE 
SOLUTIONS

Our product range also covers tailor made solutions. Every industrial lubricant recom-

mendation should be done after an expert consultation on the application in question. 

Only then the best lubricant can be selected. 

Examples of tailor made solutions:

Nomad Heat Transfer Fluid Series

Nomad Synthetic Heat Transfer Fluid Series

Nomad Avion 1 (Aviation lubricant)

Nomad Avion 4  (Aviation lubricant)

Nomad Avion 5M (Aviation lubricant)

Nomad Coning Oil

Nomad Knitting/Spindle Oil Series

Nomad GEO SAE 15W40 Gas Engine Oil)

Nomad GEO SAE 40 (Gas Engine Oil)
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